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Airflow Perforated Raised Floor
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Abeite Airflow Perforated Raised Floor could in combination with steel raised 
floor, calcium sulfate raised floor, wood core raised floor and aluminum raised floor.
   Airflow perforated panel could cater to all your data center cooling needs, It use 
the underfloor plenum for air supply or return and it takes advantage of natural thermal 
lift with warm and stale air extracted by ceiling returns. This results in more pleasant 
working conditions for human comfort. It is available in standard or heavy-duty load 
ratings and surface coverings finish are tailored to match the finish of the solid panel.


	Ventilation Rate:
	15%-65%

	Materials:
	Steel、Aluminum

	Panel Size:
	600*600mm and other special size

	Edge Trim Type:	
	[bookmark: OLE_LINK5]Formal trim、Trimless

	Finish Covering:
	Bare with powder coated、1.0-2.0mm Anti-static Laminate HPL、2.0-3.0mm PVC、10mm Cermic and etc.

	Damper:
	Available

	Installation:
	With Stringer System
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Formal trim                               Trimless
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Damper                      Ceramic finish airflow panel
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Special size airflow panel                Adjustable height
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Steel airflow panel 
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Ventilation Rate 20%
φ10mm * 918 pcs airflow hole
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Ventilation Rate 50%
200pcs airflow hole
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  Ventilation Rate 65%
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Ventilation Rate 70%







Aluminum airflow panel
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Ventilation Rate 55%
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Ventilation Rate 35%                        Ventilation Rate 60%

Applications:
All kinds of the computer room, communication room, monitoring and command 
center, electronic factory clean room, switch room and other pipelines where air
circulation requirements are relatively concentrated and dustproof and anti-static.
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Changzhou Abeite Computer Room Equipment Co.,Ltd
Add: No. 108, Chaoyang Village, Hengshanqiao Town, Wujin District,
Changzhou City, Jiangsu Province，China
Tel: +86(519)86056270
Fax: +86(519)86056270
E-mail: info@abeiteraisedfloor.com
Web: www. abeiteraisedfloor.com



image2.jpeg




image3.jpg




image4.jpg




image5.jpeg
P PR O D ———-— )
Ll L IR T
IIIIII
llllll
, IIIIIIIII





image6.jpeg
PIP AP N N N
07070”0070
PV I SN N S SN

000" 000

AR I A




image7.jpeg
000009





image8.jpeg




image9.jpeg
seasse
sessse





image10.jpeg




image11.jpg
eesssssssssenses sevsssess.




image12.jpg




image13.jpeg




image14.jpeg
() . D R R G G D G &
-« cCee s e e
W (D (™ (WD
€ E E G E E G G
D (I (I (BB
«C G EEEEEEGGaE
DD (D D BB D
«CEEE R GG G
D D D DD D DD DD
-EEE S .
- D @D D GD GD G UGS WD D
- e e - . e
D GD GD GD D UGB WD D D LD
- e e e D e D S e
D D D D D D D LD D S
- e e e e . e o)
DG D GD DD DD DD
-w e e o e - e - g -
EDDAD D DD D DD _»




image15.jpeg
T
T TR

ECTEATARNIRRITEIITY

(AN
TEET T
FECEERTTARvRY




image16.jpeg
ANNEATnIm
{TTTTTTITIT FAhpEe
QEURTRETREAMAATYIIYTY

T
IV FERERRRRL
T AR




image17.jpg




image18.jpg




image19.jpeg




image20.jpeg




image21.jpeg




image22.jpeg




image23.jpg




image24.jpg




image25.jpg




image1.png
Abeite Raised Floor




